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| PLATES AND ELASTOMERIC BEARING SLOTS SHALL BE CENTERED AS NEARLY
I i | AS PRACTICAL ABOUT THE BEARING STIFFENER AND ANCHOR BOLTS. THIS
I — . OPERATION SHALL BE PERFORMED AT APPROXIMATELY 16° C.
2. AFTER CENTERING THE SLOTS ABOUT THE ANCHOR BOLTS, THE SOLE PLATES
SHALL BE FIELD WELDED TO THE GIRDER FLANGES AND ANCHOR BOLTS
GROUTED. THE CONTRACTOR MAY PROPOSE ALTERNATE METHODS PROVIDED
DETAILS ARE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL. PROJECT NO R-22068B
O - L N .
~ i
W0 n
S@_Lg?rsnmx 130mm \_> LINCOLN COUNTY
|
STATION: 123+38.105 -L
\
| - — - —
mT STATE OF NORTH CAROLINA
~ DEPARTMENT OF TRANSPORTATION
Pl P2 RALEIGH
(EXPANSION ) ( EXPANSION )
, , s T, ELASTOMERIC BEARING
P1 (4 REQ'D ) P2 (4 REQ'D ) Sn.ERy -,
END BENT 1 END BENT 2 $ S ISveT DETAILS
AT ( STEEL SUPERSTRUCTURE )
SOLE PLATE DETAILS (“P’'") oSS CLEFT LANE )
'10,,,"4"8 G. R
ASSEMBLED BY : M. J. OSTRISHKO DATE : 4-2-0I %f REVISIONS SHEET NO.
CHECKED BY : E.G. ALLEN DATE : 4-20-0 4lrzfe No| BY: DATE:  [No| BY: DATE: S-22
DRAWN BY : EEM los95 |REV.7/I7/98  RWW/LES 9 3 TOTAL
REV. 8/16/99 MAB/LES - SHEETS
CHECKED BY : PEK 10795 |Rev.io/i7/00  RWW/LES _ _ 2 4 186

16-SEP-2004 15:29
W:\squadt\r2206b\Final Plans\stri\r2206b01ibg.dgn
tpayne

NOTES

FOR ELASTOMERIC BEARINGS, SEE SPECIAL PROVISIONS.
AT ALL POINTS OF SUPPORT AT END BENTS, NUTS FOR




